Installation / Asennusohje SO-3396-GSM

External input / Extern ingang /

Ulkoinen liite S0-3301

For example Alarm Feedback,
Door Contact and Egress Button.
Till exempel larmaterkoppling, O
dorravkanning, fiarroppning.
Esim. halyttimen paluutieto,
oventunnustin tai kaukosaadin.

Exit Button /
Oppningsknapp /
Avauspainike
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Relay / Relautgang for styrning / Q
Releulostulo ohjaukseen
For example Alarm By Pass, Light Control,
and Automatic Door Opener. O
Till exempel styrning av larm, belysning, IMPORTANT
dorréppnare, galler.
Esim. halyttimen, valojen, oviavaajan The oL supply must be
tai oviristikon ohjaukseen. grounded.
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Mounting / Montering / Asennus SO-3396-GSM

Without spacer plate / utan distansplatta / ilman valilevya With spacer plate / med distansplatta / valilevylla

Spacer plate / distansplatta / valilevy
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With the spacer plate it is possible to pull the cable different ways.
Recommended mounting height is 1400 mm from floor / ground, . . . .
Med distansplattan gar det att dra ut kabeln olika vagar.

measured from the bottom edge of the enclosure.

Rekommenderad monteringshéjd ar 1400 mm fran golv / mark, matt
fran kapslingens underkant.

Suositus: asennuskorkeus lattiasta kotelon alareunaan 1400 mm.

Valilevya kayttamalla, kaapelin pystyy asentamaan usealla eri tavalla.
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